
Smart AI-Vision Dash Cam
AW300

The AW300 is an accessory for connecting ATrack AK500 Telematics, which built to improve 
driving behaviors and driver safety; it provides real-time voice alerts to prevent accidents 
caused by distractions or inappropriate behavior. It also automatically uploads event video 
footage to the cloud, making it perfect for fleet management and ensuring a safer
driving experience.
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Logistics DMSCar ADAS

!

31mm 66mm

98mm

Features
●  1080P Dual-Camera for ADAS & DMS facing
●  Automatic uploads of incident footage
●  Real-Time voice alerts for driver coaching
●  Position tracking and data analysis

Ordering Information

AW300-XXEFX-AT01 

Model 4.2M Extend Cable



 

CONNECTIVITY 

Power Source
Current Consumption
Speaker
LED Indicators

AW300
 

Wi-Fi IEEE 802.11 b/g/n 
(Client mode)

Driver-facing
Road-facing
Resolution
HEVC

CAMERA

D: 120°, H: 100°, V: 45°, IR: 940nm
D: 125°, H: 105°, V: 58°
1080p/720p
H.265

ADAS

DMS

Others

Forward Collision Warning 
Pedestrian Detection 
Lane Departure Warning 
Virtual Bumper

Fatigue Driving 
Distraction Driving 
Calling Warning 
Smoking Warning
Seatbelt Warning
Camera Block Warning 

AK500 all events
Impact/Collision Trigger

EVENTS (VOICE ALERT) 

*Configurable by AT$SCFG Command

Remark: 1080P (1920x1080) 30FPS、720P (1280x720) 30FPS、360P (640x360) 15FPS
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Power source by AK500,
Operating: 1A@5V
Built-in speaker for audible alerts
Video Recording, Red
4G Connected, Amber
GPS signaling, Green

ENVIRONMENTAL

Operating Temperature
Storage Temperature
Relative Humidity

−20°C to +70°C
−30°C to +80°C
10% to 90%, non-condensing

PHYSICAL

Dimension 

Weight
Enclosure
Mounting Method

98mm x 88mm x 66mm
(3.86” x 3.46”x 2.56”)
286g (0.6lb) including 4.2M cable
Flame Retardant ABS+PC
Industrial-grade adhesive tape

CONNECTORS
Power in connector 4.2M Extend Cable to AK500

CERTIFICATIONS

Standards FCC, IC, CE, RoHS

CONFIGURATION

Firmware Update

Configuration Update

ADM (ATrack Device Management) 
by AK500, FOTA
ADM (ATrack Device Management)
by AK500,

ELECTRICAL

Pig-Tail Connect with AK500

Resolution of Video Recording

Rear Camera (DMS)

720P

1080P / 720P (1 minute)

720P

360P

1080P
720P (Max. 20 seconds)

720P (Max. 20 seconds)

Item Front Camera (ADAS)

SD Storage (Recording)

Event Video Auto Upload

Download Event Video Clip

Download Event Image Snapshot

Video Retrieval

Get Instance Image

Real-time Streaming

*1080P / 720P

720P

720P (Max. 20 seconds)

720P (Max. 20 seconds)

*1080P / 720P (1 minute)

720P

360P

Rear Camera (DMS)
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